
216 JORDAN RIVER BASIN

10155300 PROVO RIVER NEAR MIDWAY, UT

LOCATION.--Lat 40o30'25", long 111o26'56", in NE1/4NW1/4NW1/4 sec. 1, T. 4 S., R. 4 E., Wasatch County, Hydrologic Unit 16020203, on left bank 150 ft
downstream of bridge on State Highway 113, 1.8 miles west of Heber City.

DRAINAGE AREA.--Not determined.

PERIOD OF RECORD.--September 1995 to current year.

GAGE.--Water-stage recorder. Elevation of gage is 5,490 ft above sea level, from topographic map.

REMARKS.--Records good ..  Flow also affected by irrigation diversions above station and by storage in,  and releases from Jordanell Reservoir.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 1,720 ft3/s May 18, 1996, gage height 5.49 ft; minimum daily discharge, 19 ft3/s  May 2, 1996.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 1,700 ft3/s May 26, gage height, 5.31 ft; minimum daily discharge, 95 ft3/s April 15.

DISCHARGE, CUBIC FEET PER SECOND, WATER YEAR OCTOBER 1996 TO SEPTEMBER 1997
DAILY MEAN VALUES

DAY OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP

1 131 148 141 216 439 310 291 133 846 303 124 165
2 130 147 140 220 441 282 289 129 852 317 129 172
3 132 147 139 238 437 183 288 131 992 370 127 173
4 131 146 139 228 437 123 285 130 1060 440 131 175
5 130 150 144 222 437 163 286 134 1060 440 127 174

6 130 143 141 219 436 332 284 132 1070 436 136 174
7 131 140 140 216 436 371 264 127 1060 443 152 177
8 138 142 140 214 436 377 253 142 1060 451 139 176
9 138 146 140 213 436 378 253 185 968 453 140 178
10 140 144 156 213 392 379 228 185 625 389 144 160

11 140 145 164 214 363 381 213 193 464 350 150 147
12 139 145 161 213 305 385 213 197 461 348 152 148
13 135 145 162 247 267 387 213 192 407 349 154 148
14 135 143 155 355 209 389 146 192 374 355 152 141
15 136 151 151 441 173 393 95 191 365 349 150 137

16 137 154 151 440 293 400 107 362 359 302 149 143
17 137 146 148 439 363 411 125 493 355 213 148 153
18 137 146 163 440 497 415 129 510 354 210 146 167
19 141 143 147 439 560 354 137 600 354 208 146 174
20 141 139 145 437 688 317 140 750 378 206 143 178

21 155 138 145 436 753 320 134 760 394 202 137 174
22 148 159 147 436 880 323 129 1010 409 204 135 171
23 147 150 173 439 940 318 131 1230 426 167 134 169
24 146 143 209 436 691 314 131 1240 415 137 133 167
25 149 141 210 443 567 308 127 1240 397 135 152 167

26 148 140 213 445 565 300 125 1470 370 137 164 172
27 146 140 215 445 442 297 124 1370 366 139 152 169
28 147 140 214 442 369 296 126 1000 451 141 149 167
29 148 140 214 440 --- 292 130 878 491 137 152 167
30 147 140 214 440 --- 292 130 869 376 135 159 167
31 148 --- 214 440 --- 293 --- 857 --- 129 162 ---

TOTAL 4338 4341 5135 10706 13252 10083 5526 17032 17559 8595 4468 4950
MEAN 140 145 166 345 473 325 184 549 585 277 144 165
MAX 155 159 215 445 940 415 291 1470 1070 453 164 178
MIN 130 138 139 213 173 123 95 127 354 129 124 137
AC-FT 8600 8610 10190 21240 26290 20000 10960 33780 34830 17050 8860 9820

CAL YR 1996 TOTAL 80680 MEAN 220 MAX 1640 MIN 19 AC-FT 160000
WTR YR 1997   TOTAL  105985 MEAN 290 MAX 1470 MIN 95 AC-FT 210200


